:
o
[Maxima pressao de trabalho: 700bar )

® Leves e compactos;
® Para serem levados para

qualquer lugar;
® Projetados para servicos
pesados; : vl
TRCS-1002C
Tipo de Modelo do Cap |curso Altura | Altura| Diametro Manémetro | Mangueira Bomba
cilindro conjunto fechada |aberta| externo manual
TORVEL ton [mm | mm | mm mm ) LB | TORVEL
TRC-53 TRC-53C 5 76 165 241 38 TGP-10s THC-9206 | PT-392
TRC-102 TRC-102C 10 54 121 175 57 TGP-10s | THC-9206 | PT-39
TRC-104 TRC-104C 10 105 171 276 57 TGP-10s | THC-9206 | PT-39
TRC-106 TRC-106C 10 156 247 403 57 TGP-10s THC-9206 | PT-39
TRC-154 TRC-154C 15 101 200 301 69 TGP-10s THC-9206 | PT-392
TRC-156 TRC-156C 15 152 271 423 69 TGP-10s | THC-9206 | PT-39
TRC-254 TRC-254C 25 102 215 317 85 TGP-10s | THC-9206 | PT-39
TRC-256 TRC-256C 25 158 273 431 85 TGP-10s THC-9206 | PT-80
TRC-304 TRC-304C 30 93 190 283 101 TGP-10s | THC-9206 | PT-39
TRC-308 TRC-308C 30 209 387 596 101 TGP-10s | THC-9206 | PT-80
TRC-502 TRC-502C 50 51 176 277 127 TGP-10s | THC-9206 | PT-39
TRC-504 TRC-504C 50 101 227 328 127 TGP-10s THC-9206 | PT-80
TRCS-101 | TRCS-101C 10 38 88 126 69 TGP-10s | THC-9206 | PT-39
TRCS-201 | TRCS-201C 20 45 98 143 92 TGP-10s | THC-9206 | PT-39
TRCS-302 | TRCS-302C 30 62 117 179 101 TGP-10s | THC-9206 | PT-39
TRCS-502 | TRCS-502C 50 60 122 182 124 TGP-10s | THC-9206 | PT-80
TRCS-1002 | TRCS-1002C | 100 | 57 141 198 165 TGP-10s | THC-9206 | PT-80
TRSM-50 TRSM-50C 5 6 32 38 58X41 TGP-10s | THC-9206 | PT-39
TRSM-100 | TRSM-100C 10 12 42 54 82X55 TGP-10s | THC-9206 | PT-39
TRSM-200 | TRSM-200C | 20 11 51 62 101X76 TGP-10s | THC-9206 | PT-39
TRSM-300 | TRSM-300C | 30 13 58 71 117X95 TGP-10s | THC-2206 | PT-80
TRSM-500 | TRSM-500C | 50 16 66 82 |139X114]| TGP-10s | THC-9206| PT-80
TRSM-1000 | TRSM-1000C | 100 16 85 101 [ 177X152| TGP-10s | THC-9206| PT-80
TRCH-202 | TRCH-202C | 20 49 162 212 98 TGP-10s | THC-9206 | PT-39
TRCH-302 | TRCH-302C 30 64 178 242 114 TGP-10s THC-9206 | PT-80
TRC-603 | TRCH-603C | 60 76 247 323 159 TGP-10s | THC-9206 | PT-80

OBSERVACOES

Conjuntos prontos para manutencao

Projetados para servicos pesados

deais para grandes obras

eguranca total para o operador

Engates rapidos em todas as versoes
Disponiveis em Aluminio




